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Jang Seeders 

Jang Hand Seeders uses Modern Technology to Singulate Seeds 
Saves Time and Money! 
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Jang Seeders 
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Jang Seeders 

Jang Seeder Seed Spacings with  Sprockets 



Frequently Asked (and Anticipated) Questions 
 
Q: How will I know what rollers that I need? 
A: Email us a list of what seeds that you will be planting and how many inches apart. We then match 
you with the appropriate roller for each seed. 
 
Q: How do the seed rollers work? 
A: The seed rollers have slots to cradle each seed planted.    
 
Q: How do I know the diameter of my seed? 
A: The most accurate way to measure your seed’s diameter in millimeters is to use a micrometer.    
However, a wonderfully handy instrument is the Jang Seeder hopper lid. It turns upside down to serve 
as a tool to measure your seeds.  
 

 
 
Q: Do you have an idea what rollers that I may need for my seeds and applications? 
A: Please see the chart below for common seeds, spacings, and suggested rollers: 
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Q: How can I adjust my seed spacings? 
A: The roller may have 4, 6, 8, 12, or 24 slots depending on your spacing needs and the seed being 
planted. By using different sprockets, you can adjust the seed spacings with the correct rollers. 
 
For instance, Arugula would require the YX roller to match the 2.5 mm seed size.  
And Basil would require the YYJ roller to accommodate the 3 mm seed size. 
The only other information that we would need to know is how far apart you want to plant the seeds. 
 
Should you wish your arugula seeds to be 6” apart, you would select the YX-6 Roller and use the two 
11 tooth sprockets. Or perhaps you would want your arugula seeds to be 8” apart, you would chose 
the  
YX-Roller and use the 13 tooth sprocket on the rear the 10 tooth sprocket on the front.   
 
Or if you are planting basil and you want your seeds 8” apart, you would select the YYJ-6 roller and 
use the 13 tooth sprocket in the rear and the 10 tooth sprocket in the front. 
Or if you want your basil seeds to be 10” apart, you would select the YYJ-6 Roller and use the 14 
tooth sprocket on the rear the 9 tooth sprocket on the front. 
 



Q: How many sprockets come with the Jang Seeder? 
A: The Jang Seeder comes with 6 sprockets.  The two sprockets on the unit are 11 tooth sprockets.  In 
addition, you will receive a 9, 10, 13, and 14 tooth sprocket. The sprockets can be interchanged to regu-
late the spacings between the seeds.   
 
Q: What rollers do growers typically order? 
A: The most used rollers are Y, X, F, MJ, XY, and N rollers.   
 
Q: For a typical garden, how many rollers should I order? 
A: For most growers, we suggest starting with 6 rollers.  One would be free and then you’ll need to pay 
for 5.  Our thoughts are for the grower gets used to how the machine works.  As you start using it, you 
will decide if you need more.   
 
Q: Why are there so many rollers from which to chose? 
A:  There are many varieties of seeds.  The Jang Seeder has 40+ rollers to accommodate the many se-
lections the grower may be using.  See chart below: 
Please note:  you will find a lot of flexibility in the rollers.  The ½ mm difference may not be critical to eve-
ry grower and you will be able to use many rollers for a variety of seeds. 
 
Q: Is there somewhere that I could see pictures of what the rollers look like? 
A: Yes, the commonly used rollers from our inventory are below: 
 

Q: How does the JP-1 work with corn?: 
A: It's important to understand that all corn seed isn't uniform in size. So it's critical that the grower know 
the diameter of the seed s/he is using and match that to the appropriate roller. If you don't have a mi-
crometer to check the seed size, you can use a drill bit set, drill a hole in some scrap material and see 
how the seed fits in there. Also, it's important to note that seed singularization is not a guarantee but can 
oftentimes be accomplished through the combination of brush settings and the right roller.   Also, remov-
ing or adjusting the felt lined guide plate may improve your corn planting process. 
 
Our distributor sells a separate, dedicated model (TD Series) that is better suited to singulate corn and 
pumpkin seed-- it's a plate design vs. the roller design.  
 

Corn may use the N-6. A-6, or AA-6.  We don't know what seeds everybody will be using.  The 
N-6 roller will not singulate.  It will drop multiple seeds.  

The N-6 roller has an arrow on the roller.  The grower MUST put the roller in the proper way or 
the machine will jam.  Please look for the arrow on the roller and install the roller so it turns 
with the arrow.  Also, on some larger seeds, it will be necessary to take the "plate" out.   

If growers are doing just corn or just corn and beans, They may want to purchase the Model 
TD-1.  This does a better job with larger seeds only.   

 
 
 
Q: What would you recommend for Green Manure?: 
A: Here’s the best option that the Jang can perform on Green Manure.  The Jang cannot singulate grass-
es.  However, you may take out the guide plate (a copper spring with felt on it to keep the seeds in place 
until they drop) and use the J-8 roller.  This roller has a half moon shape that can harbor a small number 
seeds and can disperse a few at a time.  Having said that, it may not be as ideal for grasses as a simple 
grass seed spreader. 
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Q: How does the hopper release?: 
A: The Hopper easily releases by using your thumb or palm on the rear clip.  
 

 
 
 
Q: How do I adjust the furrower depth? 
A: The depth adjustment screw is on the front of the seed metering unit, just behind the front wheel. 
You will need a 13 mm wrench. 
 

 



 
 

 
 
Q: Can I adjust the body to plant two rows very close? 
A: The body can be moved a little to the left and to the right.  The wing nut is for locking the whole 
seed unit in place.  

 



Jang Hand Seeders uses Modern Technology to Singulate Seeds 
Saves Time and Money! 

Jang Seeders 
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Jang Seeders 

 Jang Seeder Options 

Row Marker 
Accessory 

Double Disc Opener 
Accessory 

Double Shoe 
Accessory 

Spreading  
Shoes 

Accessory 



Jang Hand Seeders uses Modern Technology to Singulate Seeds 
Saves Time and Money! 
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Jang Seeders Jang Seeders 

 Jang Seed TD Garden Seeders for Large Seeds 

Designed with a Plate System, the  
TD-1 Jang Seeder an Amazing Precision Planter 



Jang Hand Seeders uses Modern Technology to Singulate Seeds 
Saves Time and Money! 
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Jang Seeders Jang Seeders 

 TD-1 Jang Seeder for Planting Large Seeds 



Jang Seeders TD Series 

www.WoodwardCrossings.com 
814-349-4484 

mail@woodwardcrossings.com 

Jang Seeders 

Jang Hand Seeders uses Modern Technology to Singulate Seeds 
Saves Time and Money! 

 TD-1 Jang Seeder for Planting Corn, Beans, Peas and Pumpkins 



Plows 

A & B Eagle Bottom Plows — Made in the USA  

Plows 
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Available with 12", 14" or 16" Bottom 
1/2" x 2 1/2" A-frame 
3 Point Hitch with Replaceable Cat 1 Lift Arm Pins 
1" x 4" Frame Members 
1" x 3" Vertical Beams 
Replaceable Shins, Shares, and Moldboards 
Shear Bolt Protection 
Grade 5 Heat Treated and Plated Fasteners 
Adjustable Width of Cut (Hill Side) 
Comes Assembled, Install A-frame and Ready & to Use 
15 - 30 HP Recommended 
Coulter or Gauge Wheel with Ball Bearings Optional 

Options for A & B Eagle 1 Bottom Plows, 2 Bottom Plows,  3 Bottom Plows 



Disc Harrows 

A & B Eagle Disc Harrows — Made in the USA  

Harrows 
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A&B offers several models of disc harrows to provide the results required by the customer. Heavier models will provide 
better penetration and fewer passes. For best results size the disc harrow to tractor horsepower and 3 point hitch lift 
capacity. C&B stocks machines with cut-out (notched) disc blades on the front gangs, and plain disc blades on rear 

gangs. Notched blades cut through sod and trash better than plain, and plain blades provide a more level finish. Disc 
harrows can be custom ordered with any combination required. 

Note: Item number reflects the number of discs, diameter of the discs, and disc spacing front and rear. 
Example: EH201877 EH = Eagle Harrow, 20 = number of discs, 18 = diameter of discs, 77 = 7 ½” disc spacing front 

Garden Harrows 

GARDEN HARROW 

• HIGH STRENGTH TUBE FRAME 

• 3 POINT CATEGORY I HITCH 

• REINFORCED A-FRAME 

• REAR STRUT IS MADE FROM HIGH 
STRENGTH TUBE 

• TRIPLE SEALED BALL BEARINGS 

• 7 ½” SPACING FRONT AND REAR 

EAGLE HARROW 
• CLEVIS AND QUICK HITCH READY 
• WELDED TUBE FRAME 
• SINGLE PIN ADJUSTS FRONT OR REAR GANGS 
• COMES ASSEMBLED 
• INSTALL A-FRAME, READY TO USE 
• 1” SQUARE AXLE WITH 7 ½” SPACING 
• CAST IRON BUMPER WASHERS AND SPACERS 
• TRIPLE SEALED BALL BEARINGS 
• 18” DISC BLADES- CUT-OUT FRONT, PLAIN REAR 



Field Harrows 

A & B Eagle Field Harrows  

Heavy Field Harrows 
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A & B Eagle — Made in the USA  

HEAVY FIELD HARROW 
• WELDED TUBE FRAME 
• TRIPLE SEALED BALL BEARINGS 
• SQUARE AXLE WITH UPSET HEAD 
• COMBINATION SPACING IS AVAILABLE 
• PLAIN OR CUT- OUT DISC BLADES AVAILABLE 
• SINGLE PIN ADJUSTS FRONT OR REAR GAUGES 
• USES CAST IRON BUMPER WASHERS AND BLADE SPACERS 
• GRADE 5 HEAT TREATED AND PLATED FASTENERS 
• 3 POINT HITCH WITH REPLACEMENT CAT. 1 LIFT ARM PINS 
• COMES ASSEMBLED, INSTALL A-FRAME AND READY TO USE 



A & B Eagle Screw Crank Harrows 

A & B Eagle — Made in the USA  

Flex Hitch Harrows 
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ITEM NUMBER                    DESCRIPTION                                                  WEIGHT 

Screw Crank Harrows 



Miscellaneous 

Scoop by A & B Eagle 

A & B Eagle Scoop— Made in the USA  

5 Cubic Foot Capacity 
3” x 2” High Strength Rectangular Tube Frame with Angle Base 
Fabricated from 3/16” Steel 
Reversible 
Rope Controlled Dumping and Automatic Relatching from 
Tractor Seat 
Reverse Position works as a Shovel 

Fertilizer Spreader by Kodiak 

 Heavy duty 1” Wide x 6” Shank 

 ½” x 3” Wide x 12” Reversible Point for 
Longer Life 

 Shear Bolt Protection on Top Link 

 15” Middlebuster Shovel will fit on 
Footpiece 

 Grade 5 Heat Treated and Plated Fas-
teners 

 3 Point Hitch with Replaceable Cat I Lift 
Arm Pins 

 20-35 HP Recommended 

 Comes Assembled and Ready to Use 

Subsoiler by A & B Eagle 

Easy shift lever control selects full 
left or right spreading 

Spreads grass seed, wheat, salt, 
and fertilizer 

Cone shaped poly hoppers hold 

approx 480-500# and up to 1020#) 

HD gearbox and PTO driveline 

Tubular steel main frame 

Ground drive on FSP480PT- pin to 

disengage gearbox 

7/8” ball hitch-adjustable tongue 

16x6.5-8 ply pneumatic 

tires/greaseble bushings on hubs.  
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